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FULL TECHNICAL SPECS

1084A Composite - Power Limited Tray Cable 300 Volts
Total # Cond. # Triads

25 8
e I ——|
AWG Stranding Type Insulation Insulation Shield
Thickness (in.)
20 (7x28) BC - Bare PVC - Polyvinyl .01400 Individual/Overall

Copper Chloride Aluminum Foil-

Polyester Tape
| L | ) A B |

Jacket Jacket Thickness|| Nom. Core OD || Nom. OD (in.) Nom. Cond. DCR Nom. Cap.
(in.) (in.) (Ohms/M") (pFI/ft)
PVC - Polyvinyl .0530 4690 .5750 9.500 30.000
Chloride
For technical data, click the button below For available colors, click the button below
Tech Data
or call 1-888-Beldens or call 1-888-Belden8
Description

Multi-Conductor, Composite, 8 triads (24 conductors - 20 AWG, stranded (7x28) BC - Bare Copper conductors)
plus 1 communication wire (22 AWG, stranded (7x30) BC - Bare Copper conductors), PVC - Polyvinyl Chloride
insulation, Individual Aluminum Foil-Polyester Tape (Beldfoil) shield with 22 AWG stranded (7x30) tinned copper
drain wire, Overall Aluminum Foil-Polyester Tape (Beldfoil) shield with 20 AWG stranded (7x28) tinned copper
drain wire, 100% shield coverage, sunlight resistant PVC - Polyvinyl Chloride jacket with nylon ripcord.
Applicable Specifications: UL PLTC or ITC or CMG or C(UL) CMG, FT4, IEEE 1202. Flame Resistance: UL
1581 Vertical Tray. Industrial Automation & Process Control Cables. Power Limited Tray Cable. Other insulation
and jacket options are available. These cables are suitable for installation in wet or dry locations. Cable jackets
are sunlight resistant, impervious to moisture and vapor penetration, and non-propagating. Alternate conductor
color coding is available as a special order. Multiple traid cables have each triad humbered for ease of
identification. Individually shielded and overall shielded - individually shielded pairs with an overall shield are
recommended for use in instrument and control applications where optimum noise rejection is required.
Individual pair shields are fully isolated from each other and contain a separate drain wire for grounding, to
provide maximum protection from crosstalk and common mode interference. Cables with an overall shield
provide additional electrostatic noise protection. BELDFOIL is a Belden registered trademark.

http://bwccat.bel den.com/cgi-bin/ncommerce3/Exe.../report?P1=1084A & P2=Multi-Conductor& P3=Composit  9/24/02
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TECHNICAL DATA
Customer Number » |000001 Cusiomer Name - |

To display Technical Data, enter a Product Code and press Go.

Product Code |1084A @

Example: 9269

Product Search J

11-17-00 REV. 7
1084A

l. DESCRI PTI ON:
POAER LI M TED TRAY CABLE - 8 TRI ADS + COVMMUNI CATI ON
W RE, TRI ADS ARE 20 AWG (7X28) BARE COPPER, PVC
| NSULATI ON, | NDI VI DUALLY BELDFO L SH ELDED W 22 AWG
(7X30) TINNED COPPER DRAIN WRE, COVMUNI CATI ON W RE
IS 22 AWG (7X30) BARE COPPER, OVERALL BELDFO L SHI ELD
W 20 AWG (7X28) TINNED COPPER DRAIN WRE, PVC
JACKET W TH NYLON RI PCORD.

I'l. ELECTRI CAL CHARACTERI STI CS:

MAX. OPERATI NG VOLTAGE: 300 V RMS

NOM CONDUCTCR DC RESI STANCE

@20 DEG C (20/22 AWG): 9.5/15 OHMS/ 1000 FT
NOM SHI ELD DC RESI STANCE

@20 DEG C

(1 NDI VI DUAL) : 60 OHMVS/ 1000 FT.
(OVERALL): 19 CHWS/ 1000 FT.
NOM CAPACI TANCE BETVEEN

CONDUCTORS @ 1 KHz: 30 PF/ FT.
CONDUCTOR @ SHI ELD @ 1KHZ: 55 PF/ FT.

MAX CONTI NUOUS CURRENT PER

CONDUCTOR @ 25 DEG C: 3.0 A

I'11. PHYSI CAL CHARACTERI STI CS:

TEMPERATURE RATI NG -30 TO +105 DEG. C

http.../Engine?OPTIONS=Z2ZBLDNTDO01.CFG& P1=-CATAL OG& P2=000001& P3=U& P4=& P5=& P6=1084  9/24/02
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| NSULATI ON MATERI AL & DI A: PVC, .068"
JACKET MATERI AL ( COLOR): PVC (BLACK) SUN RES
TYPE SHI ELDS AND % COVERAGE: AL/ MLAR FO L; 100%
MAX. PULLI NG TENSI ON: 432 LBS ESTI MATED
NOM \AEI GHT/ 1000 FT.: 215 LBS ESTI MATED
M N. BEND RADI US: 5.8"
JACKET DI AVETER . 575" NOM NAL
APPLI CABLE SPECI FI CATI ONS: UL PLTC OR | TC OR CMG
OR C(UL) CMG, FT4,
| EEE 1202
COLOR CODE: BLACK, WHI TE, & RED

NUMBERED TRI ADS,
ORANGE COM W RE
FLAME RESI STANCE: UL 1581 VERTI CAL TRAY
CSA FT4 FLAME TEST

http.../Engine?OPTIONS=Z2ZBLDNTDO01.CFG& P1=-CATAL OG& P2=000001& P3=U& P4=& P5=& P6=1084  9/24/02



